EXISTING PAVED DRIVE

ENERAL NOTES

ELEPHONE & ELECTRIC NOTES

T

o %\
o
e g
: W ]
% 5
.A. % i
; 3
Iy !
/
| g w \
,, s w/ / % 7, —
§ T E o
<
; ! , \E
g , %
I § 1
g 11
§ < T k|
I 7 ,m EXISTING T ,HH
PROPOSED i s H. ACCESS GATE e I
\I ACCESS GATE EXISTING STORAGE g I _ EXISTING STORAGE ¢ o I
YARD I 7 z YARD [ e 2
| 2 _— =
H § Y Uv“ H —— a & ;,ﬁ %\
— g
i § 8 Hﬁ, — m—m
g T T —m
s —_— P
H f ——r Lﬂ i é\é\\é }
g , om—
I m _\ m, - — —_ 4 .4 a
4 3 o
f y EXISTING E3R " “
) § | CELLUAR fh ™ EXISTING
# 5 l TOWER |-l UTES FACILITY
W T + 2 a
7 g | 8
! ; | Il
f : | _ 5 4
H T | [] [ ] N
! i _ I ‘
7 H : ] 3
5 § | g ]
i ! \ / _ { )
] 1 « 1 i g “a
; . | ; .
§ J— 50.25' (150 st (1sm) 1 g [ ]
—on —son—gon o0 —sen— N5 o1 !}
o S — v N ver s pos uop  ues g
& + I VOB UG 08— VO — UGB — UGB — Uar— e uce— ugs— E— :ST\ETEW\J ] v‘n W
g
o It I PROPOSED 210°X60' I H ,m
E = 3 MODULAR BUIDLING !
; 2 2 o I
x z z uv“ m
X z z
& 1 2'74LF . !
] & / ® = . PROPOSED 4 \Tv %
L —» t CONCRETE \m g
~ WALK L\o 1
P A —_ e
i T 1 -
3 &N & + H
o 1
z )
= NOTE: WET UTILITIES TO BE CONNECTED %
2 AT EXISTING STRUCTURE. CONTRACTOR OO e AEMENT ! \
u TO VARIFY SIZE AND LOCATION PRIOR TO ) AN
INSTALLING ANY PIPE. EXISTING
ACCESS GATE ' GRAPHIC SC.
H £ m .m 0
( IN FEET )
L L . 4 1inoh = 30 ft
——%— ——4x % Ly %% x x x % % % % | ¥ — | §
210'4" H
q

EXISTING DIRT DRIVE

SEWER NOTES

CONTRACTOR TO VERIFY ALL UTILITY CROSSINGS PRIOR TO INSTALLATION

WATER NOTES

LEGEND

@

INSTALL COPPER SERVICE PIPE, SIZE AND LENGTH PER PLAN.

EXISTING CHAIN LINK FENCE

EXISTING OVERHEAD ELECTRIC

MODIFY SCALE ACCORDINGLY!

P:\8104\8104.024 (DEMA Mod Trailer\ ACAD\Civil\Florence UTES site plan.dwg Plotted by david henry on Nov/25/2008

1. EXISTING UTILITIES SHOWN ARE APPROXIMATIONS AND MAY NOT BE ALL INCLUSIVE. ALL ELECTRICAL AND COMMUNICATION FACILITIES (PEDESTALS, VAULTS, TRANSFORMERS, ETC.) SHALL BE
CONTACTOR TO VERIFY HORIZONTAL AND VERTICAL LOCATIONS OF UTILITIES PRIOR TO DESIGNED AND PLACED AT THE DIRECTION OF THE UTILITY SERVICE PROVIDER. TO ENSURE ADEQUATE COVERAGE AND SEPARATION. IN THE EVENT OF A
EXCAVATION OR CONSTRUCTION. THE CONTRACTOR SHALL CALL FOR BLUE STAKE UTILITY CONFLICT, CONTRACTOR TO CONTACT ENGINEER FOR DIRECTION. (@ INSTALL METER BOX FOR 2" SERVICE LINE PER DETAIL SHEET 2 — oo onm—
(1-800-782-5348) TWO WORKING DAYS PRIOR TO EXCAVATION. 2. CONTRACTOR TO CONTACT THE LOCAL COMMUNICATIONS SERVICE PROVIDER PRIOR TO CONSTRUCTION
TO COORDINATE ALL TELEPHONE LINE, CABLE LINE, INTERNET LINE, ETC.... INSTALL 4" SDR-35 PVC SERVICE PIPE. (®  INSTALL TYPE K COPPER WATER SERVICE, SIZE AND LENGTH AS NOTED — B vos— vcE— EXISTING UNDERGROUND ELECTRIC
2. CONTRACTOR SHALL PROVIDE AT THEIR OWN EXPENSE, ANY FITTINGS, ADAPTERS AND CONTRACTOR TO BE RESPONSIBLE FOR ALL COORDINATION REGARDING COMMUNICATION CONSTRUCTION
APPURTENANCES NEEDED TO STUB WATER AND SEWER LINES TO BUILDING FOR CREWS. INSTALL SANITARY SEWER CLEAN OUT PER MAG STD DET 441 (@  3/4" WATER BUILDING CONNECTION. CONTRACTOR TO COORDINATE e EXISTING TELEPHONE
CONNECTION LOCATION WITH BUILDING PLUMBING CONTRACTOR PRIOR TO
3. CONTRACTOR TO CONTACT THE LOCAL ELECTRICAL UTILITY COMPANY PRIOR TO CONSTRUCTION TO INSTALL 6" PVC (SDR-35) SEWER PIPE PER MAG STD SPEC 615. LENGTH CONSTRUCTION. s — EXISTING SANITARY SEWER LINE
3. CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED BY GOVERNMENTAL AGENCIES COORDINATE ALL ELECTRIC LINE CONSTRUCTION. CONTRACTOR TO BE RESPONSIBLE FOR ALL PER PLAN.
NECESSARY FOR PROJECT COMPLETION. COORDINATION REGARDING ELECTRIC UTILITY CONSTRUCTION CREWS. (®  INSTALL BACKFLOW PREVENTION ASSEMBLY, SIZE PER PLAN. EXISTING WATER LINE
INSTALL SEWER TAP PER MAG STD DET 426
4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CARE, MAINTENANCE, REPAIR OR 4. ALL METAL CONDUIT RACEWAY SHALL BE GROUNDED IN ACCORDANCE WITH NATIONAL ELECTRIC CODE — vas—vos— vas— PROPOSED UNDERGROUND ELECTRIC
REPLACEMENT OF EXISTING IMPROVEMENTS IN THE WORK AREA WHICH HAVE BEEN (NFPA-70) ARTICLE 250-32 AND 250-33. 4" SEWER CONNECTION. CONTRACTOR TO COORDINATE LOCATIONS AND
REMOVED OR DAMAGED DURING THE COURSE OF CONSTRUCTION. ALL REPAIR, ELEVATION WITH PLUMBING CONTRACTOR PRIOR TO CONSTRUCTION. ———— PROPOSED SANITARY SEWER LINE
REPLACEMENT, OR CLEANUP SHALL BE DONE TO THE SATISFACTION OF THE OWNER. 5. ALL UNDERGROUND CONDUIT TRANSITIONS FROM NON-METALLIC (PVC) TO CONDUCTIVE METALLIC
CONDUIT, EXPOSED ABOVE GROUND SHALL BE PROVIDED WITH GROUNDING BUSHINGS AND BONDED TO —y — v — PROPOSED WATER LINE
5. CONTRACTOR SHALL GRADE SITE TO PROVIDE A LEVEL PAD FOR PLACEMENT OF MODULAR EQUIPMENT ENCLOSURE GROUND SYSTEMS.
BUILDING AND PROVIDE POSITIVE DRAINAGE AWAY FROM BUILDINGS. —_— PROPOSED TELEPHONE/COMMUNICATION LINE
6. CONTRACTOR SHALL VERIFY INVERT ELEVATION OF EXISTING SEWER LINE AT PROPOSED —_—r——— PROPOSED FIBER OPTIC LINE
MANHOLE LOCATION AND MAINTAIN A MINIMUM 1% SLOPE TO BUILDING TIE-IN.
—_— PROPOSED DRAINAGE FLOW DIRECTION
7. STEPS, WALKWAYS, ARPRONS ETC. TO BE TRANSFERED AND/OR REPLACED AT THE OWNERS
DIRECTION. )
| 82/(25m) | BUILDING SETBACK DISTANCE FOR UFC
8. CONTRACTOR TO COORDINATE WITH OWNER FOR SITE ACCESS. = - = 4-010-01 CONFORMANCE
9. PLACEMENT OF MODULAR BUILDING CONFORMS TO THE MINIMUM STANDOFF DISTANCE IN
ACCORDANCE WITH UFC 4-010-01 AS MODIFIED BY DEMA/FMO.
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